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DAP® TankBond® Liquid Grip 

 
DAP® TankBond® Liquid Grip No More Stripped Screws! Tank Bond™ Liquid Grip instantly adds up to 

7x more grip once applied to an untreated screw to stop your tool or bit from slipping out and stripping a 

screw. At the first slip, add a drop of Liquid Grip for easier installation or removal. Works on any fastener 

type or size. Non-bonding formula wipes away clean after use. 

 

               

 

  

 

 

 

 

• Works on all Fasteners – Types and Sizes 

• Wipes away Clean 

• Reduces wear on tools 

 

• Up to 7x more Grip 

 
 
Can be used on all fasteners for installation or removal to prevent stripping. 

Surface Preparation:  

Surfaces must be clean and dry. 

Application: 

1. Shake well prior to use. 2. Apply a drop to fastener head or tool prior to use. 3. Use tools to back out or 
install fastener to desired location. 

PACKAGING COLOR UPC 

Backer Card 

0.2 fl oz (6mL)  

 

Clear 7079800177 

PRODUCT DESCRIPTION 

KEY FEATURES & BENEFITS 

PERFORMANCE CHARACTERISTICS 

SUGGESTED USES 

APPLICATION  



 

 

 
08/2018 | www.dap.com 

 

 

  

Store material in a cool, dry place. Wipe clean with paper towel from tools and fastener. 

 

See product label or Safety Data Sheet (SDS) for health and safety information. You can request an SDS 

sheet by calling 1-888-DAP-TIPS or by visiting our website at dap.com. 

 

LIMITED WARRANTY: If product fails when used as directed within one year of purchase, DAP will 
provide replacement product or refund sales price: call 888 DAP TIPS with your sales receipt and product 
container available, to arrange for warranty fulfillment. DAP is not liable for incidental or consequential 
damages.  

 

DAP Products Inc., 2400 Boston Street Ste 200, Baltimore, Maryland 21224 

Usage Information: Call 888-DAP-TIPS or visit dap.com & click on "Ask the Expert" 

Order Information: 800-327-3339 or orders@dap.com 

Fax Number: 410-558-1068 

Also, visit the DAP website at dap.com 

Adhesive Base: Silicon Carbide  

Non-Volatiles: 34.5% 

VOC 0 g/L 

Flash Point: >212°F 

Viscosity: Viscous Liquid 

Weight/Gal 13.5 lbs/gl 

Appearance: Dark Gray 

Shelf Life: 24 Months Minimum @ 72°F 
 

TYPICAL PHYSICAL & CHEMICAL PROPERTIES 

CLEAN UP & STORAGE 

SAFETY 

WARRANTY 

COMPANY IDENTIFICATION 
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