DAP® T.S.P. Substitute Heavy Duty Cleaner

- Phosphate free
- De-glosses surfaces
- General cleaner

Company Identification:
Manufacturer: DAP Inc., 2400 Boston St., Suite 200, Baltimore, Maryland 21224
Usage Information: DAP HELPLINE: 888-DAP-TIPS, 9:00 am to 7:00 pm EST.
Order Information: 800-327-3339
Fax Number: 410-534-2650
Also, visit the DAP website at www.dap.com.

Product Description:
DAP® T.S.P. Substitute Heavy Duty Cleaner is the ideal cleaner for preparing surfaces prior to decorating. The cleaner will clean walls, ceilings and finished woodwork, removing dust, dirt, oil, grease and old wall paper paste. T.S.P. Substitute can be used to dull and etch painted surfaces to provide an excellent surface to be painted. As a general purpose cleaner, T.S.P. Substitute will remove oil and grease from basement or garage floors, driveways and machinery.

Suggested Uses:
- Ideal for cleaning walls, ceiling and finished woodwork.
- Great for de-glossing surfaces prior to painting.
- Restoring dried paintbrushes

Surface Preparation & Application:
- Always use rubber gloves and protective eye gear.
- For preparing glossy painted surfaces to repaint, or for cleaning oil and grease from concrete, mix one cup of T.S.P. Substitute in one gallon of hot water. Stir thoroughly until dissolved.
- For general cleaning, mix _ cup of T.S.P. Substitute per gallon of hot water.
- Scrub areas with a sponge or stiff brush that has been moistened with the cleaning mixture. For stubborn stains allow the cleaning mixture to rest for 15 minutes or sprinkle with T.S.P. Substitute powder adding a small amount of hot water to create a thin paste. Scrub thoroughly.
- To restore paintbrushes, dissolve _ cup of cleaner in a quart of hot water. Soak brushes overnight.

NOTE: Not recommended for use on raw wood or near glass, glossy surfaces, polished aluminum, wallpaper, ceramic tile, or vinyl flooring. T.S.P. Substitute will dull and etch these surfaces. If contact occurs, wash off immediately.
**Physical & Chemical Characteristics:**

- **Color:** White
- **Consistency:** Powder
- **Storage:** Keep in a cool dry place
- **Shelf Life:** Minimum 1 year
- **Flammability:** Non Flammable

**Packaging:**

<table>
<thead>
<tr>
<th>UPC</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>60001</td>
<td>1 lb.</td>
</tr>
<tr>
<td>60004</td>
<td>4 lb.</td>
</tr>
<tr>
<td>65070</td>
<td>450g</td>
</tr>
<tr>
<td>65080</td>
<td>1.75kg</td>
</tr>
</tbody>
</table>

**MSDS Number:** 00079401001

**Clean Up:**

Rinse sponge, brush and container thoroughly with clean warm water. Make sure the T.S.P. Substitute is tightly covered and stored in a cool dry place. Do not store mixed cleaner.

**Safety:**

See product label and Material Safety Data Sheet for safety information. You can request an MSDS sheet by visiting our website at [www.dap.com](http://www.dap.com) or by calling 888-DAP-TIPS.

**Warranty Information:**

If you are not satisfied with this product’s performance when used as directed, return used container and sales receipt to DAP Inc., Technical Customer Service, 2400 Boston Street, Suite 200, Baltimore, MD 21224 for product replacement or sales price refund. DAP will not be liable for incidental or consequential damages.

---

An [RPM](http://www.rpm.com) Company